
PENETRATE OIL KL795

TECHNICAL DATA SHEET (TDS)

FEATURES
s   High performance rust cleaner.

s   Appearance: Clear colorless liquid with 

distinct odor, insoluble in water.

DIRECTIONS FOR USE
s   Spray, apply with a brush or immerse 

the object to be cleaned into the 

product and let the product act for a few 

minutes. Remove the object and let it 

dry on absorbent material (cloth, paper). 

s   Use product undiluted.

HANDLING
s   The product is flammable, harmful and 

dangerous for the environment. Use 

only in well-ventilated areas. Do not 

breathe fumes. Vapors inhalation may 

cause drowsiness and dizziness. Wear 

suitable protective clothing, goggles, 

gloves and respiratory equipment with 

type A or AX filter.

PACKAGING
s   Available in 1lt plastic container, 4lt 

metallic container and 20lt plastic 

container.

STORAGE 
s   Store in a cool dry area away from 

direct sunlight and ignition sources in 

tightly closed containers. Ventilation 

of containers is recommended. Store 

separately from food items and 

flammable materials. Ensure that the 

workplace is well-ventilated. 

REGISTRATION
s   Registration number in the Register for 

Detergents and Cleaning Products of 

General Chemical State Laboratory of 

Greece: 17067/0/2013.
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